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In a power working machine where output power of a drive source (12) is adjustable by a throttle lever (36) pivotally movable between a
non-operatmg position and an operating positioa, an operating handle (15), generally in the shape of a closed loop, is rotatably
maovusted on a shaft section (32) extending from a machine body (11). Throttle lock lever (37} is provided on the operating handle for
disabling the pivotal movement of the throttle lever (36) when necessary. The operating handle includes a lock mechanism (82) for
locking the handle at a desired rotational position, and an operation lever (81) for unlocidng the lock mechanism to permit rotational
mavement of the handle and simultaneously locking the throttle lock lever (37). Simultaneously with the unlocking of the lock
mechanism, the operation lever (81) may lock the throttle lever (136) in the non-operating position.
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Invention patent specification

# docket number: 093 133 378 s# IPC Classification: A01G 3/053

Title:

Power working machine

Power working machine

Chinese invention Abstract:

In a power working machine, the drive source (12) via the output of the power lines may be
pivotally moved in a non-operating position of a throttle lever with an operating position
between (36) the adjustment is usually a closed loop-shaped The operating handle (13) is
rotatably fitted in a shaft from the machine body section (11) extends (32). Throttle lock
lever (37) based on the operation handle is provided to disable the throttle lock lever (36)
when the pivoting movement when necessary. An operation lever for locking the operating
handle includes a handle at a desired rotational position of the locking mechanism (82), and
a locking mechanism to lock the handle to permit rotational movement of the throttle and
simultaneously locking the locking lever (37) (81). Unlocking of the locking mechanism at the
same time, the operation lever (81) to lock the throttle lever (136) does not work at the
position.

mechanism to permit rotational n Three, English invention Abstract:

In a power working machine where output power of a drive source (12) is adjustable by a
throttle lever (36) pivotally movable between a non-operating position and an operating
position, an operating handle (15), generally in the shape of a closed loop, is rotatably
mounted on a shaft section (32) extending from a machine body (11). Throttle lock lever
(37) is provided on the operating handle for disabling the pivotal movement of the
throttle lever (36) when necessary. The operating handle includes a lock mechanism (82)
for locking the handle at a desired rotational position, and an operation lever (81) for
unlocking the lock mechanism to permit rotational movement of the handle and

simultaneouslv locking the throttle Jock lever (37). Simultanecuslv with the unlocking of |

Retrieving English machine translations from the
Taiwan Patent Office's English website



HOW TO ENTER TAIWANESE NUMBERS

B 5598 application number
= (y)yytnnnnn (ex.: 092124725)

N\ BA5k unexamined publication number
- yyyynnnnn (ex.: 200300001, since 2002)

N5% examined publication number
- nnnnnn (ex.: 525881, before 2004)

NESE grant number
- tnnnnnn (ex.: 1250537, after 2004)

sxEGE certificate number
- nnnnnn (ex.: 185376, before 2004)
- tnnnnnn (ex.: 1221401, after 2004)

** Types of right in Taiwan

application numbers

1 for invention
2 for utility model
3 for design

grant

numbers

| for invention

M for utility model
D for design

Retrieving English machine translations from the
Taiwan Patent Office's English website

=)

HEEE

v [092124725 EERELIN

(ex 38+ 00525881,1246800 ; eA5ESE 1 090107731 8438 1 20137,1246888)

=)

CBAESE v D 200300001

= | Ak ]

(ex.-53E 1 00525881,1246800 5 BPEHSE : 000107731, FEESE © 20137 1246888)

=)

B EYE v ) (525881

[En Ak |

(ex2-453€ : 00525881,1246800 7 BA5H0E 1 090107731 FHE5E : 29137,1246888)

=)

SR v]D 1250537

Ealan]

(exdr53E : 00525881,1246800 ; epEH3E - 090107731, ;§&36 - 20137 1246888)

=)

| EEE D 1250537

EENEEE

(e i-BSE : 00525881,1246800; BAEESE © 090107731 (B=E5E : 20137 |1246888)

*Conversion rule for Republican years

ReEuincan year + 1911 = Western year
(Example: Republican year 92 = 2003)




The EPO's Asian patent information services also
deliver manual translations of Chinese documents into
English or German.

More information on this service can be found at
http://www.epo.org/searching/asian/translation.htmil.

We can provide you with a free cost estimate for a
particular document at asiainfo@epo.org.



